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This discussion concerns the work in progress done on engineering
analysis of wind operated power for Oregon State University's Wind Power
Project. The objective of the project is to assess the economic feasi-
bility of commercial use of wind-generated power in selected areas of
Oregon. Wind data collection and analysis is being accomplished by the
Department of Atmospheric Sciences; the engineering work is centered in
the university's Department of Mechanical and Metallurgical Engineering.
A number of machines for generating power have been examined. These
include the Savonius rotor, translators, conventional wind turbines, the
circulation controlled rotor and the vertical-axis winged turbine. Of
these machines, the conventional wind turbine and the vertical-axis
winged turbine show the greatest promise on the basis of the power devel-
oped per unit of rotor blade area.
The estimated cost of Palmer Putnam's 1500 kilowatt .preproduction
unit was updated from 1945 to 1971 using only the effects of inflation.
Without taking into account the effects of 26 years advance in tech-
nology, the 1971 inflated cost was estimated to be $700 per installed
kilowatt. The major cost component in Putnam's design was the rotor,
which accounted for 43 percent of the total cost. As a result attention
has been focused on the structural and fatigue analysis of rotors since
the economics of rotary-winged, wind generated power depends upon low
cost, long lifetime rotors.
Analysis of energy storage systems and tower design has also been
undertaken. An economic means of energy storage has not been found to
date. Tower design studies have produced cost estimates that are in
general agreement with the cost of the updated Putnam 110-foot tower.
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1. Wind data collection and analysis
2. Wind tunnel investigation of terrain modification
3. Engineering analysis of wind power systems.
*
SCOPE OF ENGINEERING ANALYSIS
1. Energy storage schemes
^
2. Update of Putnam cost estimate
3. Wind generator performance analysis
4. Tower weight and loads
5. Identification of problem areas
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TYPICAL P.U.D. LOAD CHARACTERISTICS
Load is split between residential and industrial
High incidence of electric heating
200 MW peak load

























Vertical Axis Winged Turbine
*C- -'- 1, L/D = 15
*
MACHINE SURFACE AREA REQUIRED
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1. Pinned joint truss
2. a
 nn ,, = 17,000 psfallowable ' e
3. 60 mph wind loads
4. Dead weight at top = 500,000 Ibs
5. Wind loads from "Smeaton table"





70 ft 13,000 Ibs
120 ft 38,000 Ibs







Prediction of rotor life
Energy storage system technology
Wind power regulating agencies
Aerodynamic analysis
Vibration analysis
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